
AHD BULLET CAM 2MP
1080P/960H 2.8-12MM MANUAL ZOOM IR 60M OSD 

DATASHEET

MODEL: VS-AHVB10-170
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Progressive Scan 

Full HD 2MP CMOS 1080P/960H

Board Lens 2.8-12mm Manual Zoom

IR LED up to 60m

Metal Shape

FEATURES

SPECIFICATION

AHD/TVI/CVI/CVBS

1080P

1920x1080

PAL/NTSC

1/25s~1/50,000s , 1/30s~1/60,000s

≥50dB

Progressive Scan

2.8-12mm

Manual

Manual

2 MegaPixels

No

42µ x 4PCS

60m

Under 10 Lux by CDS

CDS Auto Control

Yes

Yes

Auto

Video Output Mode

Camera

Image Resolution

Effective Pixels

TV System

Electronic Shutter

S/N Ratio

Scanning System

Lens

Focus Length

Focus Control

Lens Type

Pixels

Auto Iris Support

Night Vision

Infrared LED

Infrared Distance

IR Status

IR power On

Camera Features

Day/Night

OSD Menu Language

White Balance



Auto

DNR

Yes

Yes

Yes

Yes

Metal

Yes

Optional

Yes

No

‐10°C ~ +50°C RH95% Max

‐20°C ~ +60°C RH95% Max

DC12V±10%, 1000mA

200 (W) x 171 (H) x 83 (D) mm

1400g

Gain Control

Noise Reduction

Picture Adjustment

WDR

OSD Support

UTC

General

Housing

Bracket

Dual Voltage

IR Cut Filter

Heater

Operation Temperature

Storage Temperature

Power Source

Dimension

Weight

© 2016. Mach Power. All rights reserved. MACH POWER is a registered trademark.
Specifications are subject to change without notice 
The images may be used for illustrative purposes 
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